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SCHEDA  TECNICA TECHNICAL DATA SHEET FICHE TECHNIQUE TECHNISCHE INFOKARTE
ТЕХНИЧЕСКИЕ 
ХАРАКТЕРИСТИКИ

  GRU AUTOMONTANTI
  IDRAULICHE

SELF ERECTING 
CRANES

GRUES MONTAGE 
RAPIDE

SELBSTMONTIERENDE 
HYDRAULIKKRÄNE

КРАНЫ  ГИДРАВЛИЧЕСКИЕ  
САМОМОНТИРУЮЩИЕСЯ

GB F D RUS
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HR 24

CONFIGURAZIONE  - REAZIONI - HR24           

CONFIgURATION - REACTIONS/CONFIgURATION - RéACTIONS/ KONFIgURAzION – REAKTIONEN  / КОНФИГУРАЦИЯ КРАНА

F

17,5 m17,1 m

20,5 m

23 m

3.4 m

3
.4

 m

= 11.000 daN

21.00 m

11.00 m

R = 1,80 m

0.800 Kg

12.46 m

1.500 Kg

11.30 m

2,7 m 1.500 Kg

24.00 m

0.600 Kg

1.500 Kg costanti

0.600 Kg costanti

F [daN]

SFORZI MASSIMI 
AL PIEDE 

F [daN]

MAX STRESSES AT 
THE FOOT

F [daN]

EFFORTS MAX. 
AU PIED

F [daN]

MAX. BEANSPRUCHUNG 
AM FUSS

F [daN]

МАКС. УСИЛИЯ НА 
ПОДНОЖИЕ
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HR 24

CARATTERISTICHE AZIONAMENTI PRINCIPALI

mAIN DRIvE CHARACTERISTICS/ CARACTéRISTIQUES ACTIONNEmENTS pRINCIpAUx/HAUpTbEDIENUNgSEIgENSCHAFTEN  /
ХАРАКТЕРИСТИКА ГлАвНыХ пРИвОдОв

0.00 0.60 1 g / min

* [con inverter]kW

m/I'

m/I' 9,00* 15,50 00,00

* [con inverter]kW

kW

kg

m/I'

1.500

18,00

1.500

36,00

0.600

4,50

00 Hz380V  TRIFASE 6 kW

00 Hz220V  MONOFASE 3 / 6 kW

VELOCITÀ  /  VITESSE  / SPEED / GESCHWINDIGKEIT / СКОРОСТЬ

REAZIONI / RÉACTIONS / REACTIONS / REAKTIONEN / РЕАКЦИИ        

SCHEDA TECNICA HR 24                                                                         [R E v .  00.2009]

R = 1,8 m

F = 11.000 daN

1.260  Kg

1.260  Kg

1.260  Kg

1.260  Kg

 4.950 Kg

1.260  Kg

24 m 0,600 Kg
m   ► 11,30 14,00 16,00 18,00 20,00 22,00 24,00

Kg 1.500 1.153 0.980 0.850 0.748 0.667 0.600

21 m 0,800 Kg
m   ► 12,46 15,00 17,00 19,00 21,00

Kg 1.500 1.197 1.030 0.902 0.800

R [ m ] 
RAggIO DI ROTAzIONE SpIN bEAm RAYON DEROTATION UmDREHUNgSRADIUS РАдИУС вРАЩЕНИЯ

F [daN] 

SFORzI STRESSES EFFORTS KRÄFTE УСИлИЯ

GB F D RUS
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SOLUZIONE DI TRAINO

Track load plan / plan de chargemenT / SchlepplöSung / вАРИАНТ бУКСИРОвКИ R

12.300 m

1.823 m

2.450 m Normal version

1.700 m Slim version

1.574 m 5.063 m 6.590 m

3.240 m

13.227 m

2.90 m

PESO DELLA GRU SENZA 
ASSALI:   6.120 Kg

DEAD WEIgHT WITHOUT 
TRANSpORT AxAlES
6.120 Kg

POIDS DE LA GRUE SANS 
ESSIEUX 6.120 Kg

GEWICHT DES KRANS 
OHNE ACHSEN 6.120 Kg

ВЕС КРАНА бЕз 
МОСТОВ, 6.120 Kg

PESO ZAVORRA ROTANTE:
12.570 Kg

ROTATING BALLAST 
WEIGHT 12.570 Kg

POIDS LEST PIVOTANT 
12.570 Kg

GEWICHT DES DREHBAL-
LASTS 12.570 Kg

ВЕС ВРАЩАЮЩЕГОСЯ 
бАЛЛАСТА, 12.570 Kg

GB F D RUS

 diSTr ibuTore / dealer / diSTr ibuTeur / verTe iler / дИлЕР

 0039.0331.548061

 0039.0331.450400

 0039.0331.548061

 0039.0331.548061.258

CARLO RAIMONDI S.p.A.
CO R S O  gA R I b A l D I   n° 253
20025  lEgNANO  [mI] -  ITAlY

       www.raimondigru.it
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